
All specification  & dimensions are subject to change,please call your nearest KLS  sales  represesntative for update information

I

Pitch: 2.54=2.54mm

Series No.

Product NO.: KLS1-XL2-2.54-MT
Type:
MT=Male Terminal                   FT=Female Terminal
MH:Male Housing                    FH=Female  Housing  
S=Straight  pin                         R=Right  pin
RW=Right  pin With Post        RT=Horizontal SMT With Post

Electrical Specification:
Rated Voltage:250V AV.DC
Rated Current:3A
Contact Resistance:10mΩ  Max.
Insulation Resistance:1000MΩ Max.
Withstand voltage:1000V AC/Min
Temperature range for usage: -25ºC~+85ºC

 

Material:
Contacts: Phosphor Bronze or Brass
Finish:Tin plated
Wire range  : AWG#26~#22

PCB Connector

Wire To Board Connectors

KLS1-XL2-2.54     Male Terminal
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Pitch: 2.54=2.54mm

Series No.

Product NO.: KLS1-XL2-2.54-FT

Electrical Specification:
Rated Voltage:250V AV.DC
Rated Current:3A
Contact Resistance:10mΩ  Max.
Insulation Resistance:1000MΩ Min.
Withstand voltage:1000V AC/Min
Temperature range for usage: -25ºC~+85ºC

 

Material:
Contacts: Phosphor Bronze or Brass
Finish:Tin plated
Wire range  : AWG#26~#22

PCB Connector

Wire To Board Connectors

KLS1-XL2-2.54   Female Terminal

Type:
MT=Male Terminal                   FT=Female Terminal
MH:Male Housing                    FH=Female  Housing  
S=Straight  pin                         R=Right  pin
RW=Right  pin With Post        RT=Horizontal SMT With Post
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Pitch: 2.54=2.54mm

Series No.

PIN Number: 2~20pin

Product NO.: KLS1-XL2-2.54-02-MH

Electrical Specification:
Rated Voltage:150V AV.DC
Rated Current:3A
Contact Resistance:10mΩ  Max.
Insulation Resistance:500MΩ Min.
Withstand voltage:1000V AC/Min
Temperature range for usage: -25ºC~+85ºC
 

Material:
Housing:Nylon 66 UL 94V-0 +15% GF

PCB Connector

Wire To Board Connectors

KLS1-XL2-2.54   2.54mm Pitch  Male Housing

Type:
MT=Male Terminal                   FT=Female Terminal
MH:Male Housing                    FH=Female  Housing  
S=Straight  pin                         R=Right  pin
RW=Right  pin With Post        RT=Horizontal SMT With Post
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Pitch: 2.54=2.54mm

Series No.

PIN Number: 2~20pin

Product NO.: KLS1-XL2-2.54-02-FH

Electrical Specification:
Rated Voltage:250V AV.DC
Rated Current:3A
Contact Resistance:20mΩ  Max.
Insulation Resistance:1000MΩ Min.
Withstand voltage:1500V AC/Min
Temperature range for usage: -25ºC~+85ºC
 

Material:
Housing:Nylon 66 UL 94V-0 +15% GF

PCB Connector

Wire To Board Connectors

KLS1-XL2-2.54   2.54mm Pitch  Female Housing

Type:
MT=Male Terminal                   FT=Female Terminal
MH:Male Housing                    FH=Female  Housing  
S=Straight  pin                         R=Right  pin
RW=Right  pin With Post        RT=Horizontal SMT With Post
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Pitch: 2.54=2.54mm

Series No.

PIN Number: 2~20pin

Product NO.: KLS1-XL2-2.54-02-S

Electrical Specification:
Rated Voltage:250V AV.DC
Rated Current:3A
Contact Resistance:20mΩ  Max.
Insulation Resistance:1000MΩ Min.
Withstand voltage:1500V AC/Min
Temperature range for usage: -25ºC~+85ºC
 

Material:
Housing:Nylon 66 UL 94V-0 +GF15%
Contacts: Brass/Gold-flash

PCB Connector

Wire To Board Connectors

KLS1-XL2-2.54   2.54mm Pitch  Straight  pin

Type:
MT=Male Terminal                   FT=Female Terminal
MH:Male Housing                    FH=Female  Housing  
S=Straight  pin                         R=Right  pin
RW=Right  pin With Post        RT=Horizontal SMT With Post
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Pitch: 2.54=2.54mm

Series No.

PIN Number: 2~20pin

Product NO.: KLS1-XL2-2.54-02-R

Electrical Specification:
Rated Voltage:250V AV.DC
Rated Current:3A
Contact Resistance:20mΩ  Max.
Insulation Resistance:1000MΩ Min.
Withstand voltage:1500V AC/Min
Temperature range for usage: -25ºC~+85ºC
 

Material:
Housing:Nylon 66 UL 94V-0 +GF15%
Contacts: Brass/Gold-flash

PCB Connector

Wire To Board Connectors

KLS1-XL2-2.54   2.54mm Pitch  Right  pin

Type:
MT=Male Terminal                   FT=Female Terminal
MH:Male Housing                    FH=Female  Housing  
S=Straight  pin                         R=Right  pin
RW=Right  pin With Post        RT=Horizontal SMT With Post
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Pitch: 2.54=2.54mm

Series No.

PIN Number: 2~20pin

Product NO.: KLS1-XL2-2.54-02-RW

Electrical Specification:
Rated Voltage:250V AV.DC
Rated Current:3A
Contact Resistance:20mΩ  Max.
Insulation Resistance:1000MΩ Min.
Withstand voltage:1500V AC/Min
Temperature range for usage: -25ºC~+85ºC
 

Material:
Housing:PA9T UL94V-0
Contacts: Brass/Gold-flash

PCB Connector

Wire To Board Connectors

KLS1-XL2-2.54   2.54mm Pitch  Right  pin With Post

Type:
MT=Male Terminal                   FT=Female Terminal
MH:Male Housing                    FH=Female  Housing  
S=Straight  pin                         R=Right  pin
RW=Right  pin With Post        RT=Horizontal SMT With Post
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Pitch: 2.54=2.54mm

Series No.

PIN Number: 2~20pin

Product NO.: KLS1-XL2-2.54-02-RT

Electrical Specification:
Rated Voltage:250V AV.DC
Rated Current:3A
Contact Resistance:20mΩ  Max.
Insulation Resistance:1000MΩ Min.
Withstand voltage:1500V AC/Min
Temperature range for usage: -25ºC~+85ºC
 

Material:
Housing:PA9T UL94V-0
Contacts: Brass/Gold-flash

PCB Connector

Wire To Board Connectors

KLS1-XL2-2.54   2.54mm Pitch  Horizontal SMT With Post

Type:
MT=Male Terminal                   FT=Female Terminal
MH:Male Housing                    FH=Female  Housing  
S=Straight  pin                         R=Right  pin
RW=Right  pin With Post        RT=Horizontal SMT With Post


	1: MT公端
	2: FT母端
	3: MH公壳
	4: FH母壳
	5: S直针
	6: R弯针
	7: RW弯针带柱
	8: RT卧贴带柱

