
Features 
*2.0MP HD Resolution 

*WIFI Stream Live-Viewing on APP 

*600mah Battery 

*8 pcs LED light 

*8.0mm Len . 70 FOV 

*App support IOS and Android 

APP: WIFI Check

Specifications
Wire rod Semi-rigid Cable (Optional Soft Cable)

Sensor 1/5" Coms

Video pixel (resolution) 1600x1200 ( 2.0MP )

Video format MP4

image format MJPEG

Viewing angle 70°

Frame Rate 30fps

Wifi field About 10 meters 

Power source AC/ Battery 600mah

Battery Life About 120 minutes 

Light source 8 pcs adjustable LED light

Depth of field 4-10cm

Diameter 8.0mm

Tube length 3.5 meters ( Optional 1m/1.5m/2m/5m/10m)

Waterproof IP 68

APP support system IOS, Android 

Operating temperature 0 degrees to 70 degrees

Operate Voltage Max100mA@5v

Content

1 x Manual

Wireless Endoscope for Automotive Inspection Semi-Rigid Flexible 

Waterproof 2.0MP Compatible Android and iOS Smartphones, iPhone, 

iPad WiFi Borescope Camera

1 x Usb Camera Endoscope

1 x Battery (WIFI)

1 x Hook & Magent & Mirror & Waterproof ring 
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