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EAR OPTION

NOTES:
ELECTRICAL:

1. VOLTAGE RATING
2. CURRENT RATING
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3, CONTACT RESISTANCE
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© 125 VAC RMS.
¢ 1.5 AMP.
¢+ 35 MILLIOHMS MAX,

EAR OPTION i

14.50

REV. ECN NO. DATE
01-03 | ADD PART NUMBER [09/04/28

04 ADD PART NUMBER [09/06/27

05 ADD PART NUMBER |09/07/18
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PC BOARD LAYDOUT
THICKNESS=1.6MM

ENVIRONMENTAL:

1. STORAGE —=10°C TO +40°C
2, OPERATION:=40°C TO +85°C.
MATES WITH MODULAR PLUG CONFORMING TO
FCC PART 68, SUBPART F.
ROHS PART NUMBER:

b | b

RELATIVE HUMIDITY<L80%

4, INSULATION RESISTANCE ~ + 1000 MEGOHMS MIN @ 500 VDC ROHS PART NUMBER DESCRIPTION CONTACT PALTING GOLD| LOGD  |MATERIAL COLOR
S DIELECTRIC STRENGTH 1 1000 vAC RMS 60Hz, IMIN. /N | BSSIN-11GF-M009 ~ RJ45 5521 10P10C WITH EAR JACK G/F NO LOGO PBT BLACK
MECHANICAL: BSSIN-11GF-M007  RJ45 5521 10PLOC WITH EAR JACK G/F NO LOGO PBT GRAY
é EDDUNSTIANCGT&ISASTEERRTI%LMATERIAL ‘ EEE%E:S\R/ESRDNZE 5046 BSSIN-1806-M009 |RJ4S 5521 10PBC WITH EAR JACK 6u” NO LOGO PBT GRAY
i . mm.
' ) A B5S51IN—-1106—-M003 RJ45 5521 10P10C W/0 EAR JACK 6u” NO LOGO PBT BLACK
f“ EE%TNIEEUNMATING FORCE gghD/PEA;;RNQG MDC;/X‘ER NIEKEL. BSSIN-11GF-M008  [RJ45 5521 10PLOC \//0 EAR JACK G/F NO LOGO PBT GRAY
S, RETENTION  STRENGTH ¢ ©97.83N  Min. /A | BSSIN-1103-M008 ~ [RJ45 5521 10PLOC W/O EAR JACK 3u’ ND LOGO PBT GRAY
6. OPERATING LIFE + 750 CYCLES MIN, A BSSIN-1107-MOOL RJ45 5521 10P10C WITH EAR JACK 2u” NO LOGO PBT GRAY
. & BSSIN-1115-M007 RJ45 5521 10P10C WITH EAR JACK 15u” NO LOGO PBT BLACK
RoHS Com]phant‘
® %“ﬂ%ﬁﬁ%/&ﬁ TOLERANCES | MATERIAL: : :
| < ! SEE_NOTE DESIGNED:  XINGAO XU NAME:RJ4S 2521 10P WITH EAR JACK
CZT IS ﬂﬁ@ ﬁi Kby B 0+ 025 - 095/07/18
YIHUA COMMUNICATED CONNECTOR CO.,LTD. 00 + 0.20
. Lo FINISH: SEE_NOTE CHECKED: DwWG NO: ESSQWY-1009-24 REV
= & A 4 SCALE|UNIT|CUSTOMER:  N/A o0 = 010
E’IRRDSJTECA%GDLNE SIZE | 11 | mm [MODEL NO: N/A ANGLES + 0.5 SHEET 1 OF 1 APPROVED: PART NO:  SEE_NOTE 05

1

2

\ 5 \

4




