VTRons
Techaology GO, Ltd.

VTR-A-PT15 15mm Carbon Trimming Potentiometer

Standard Resistance Range

Electrical Characteristics

200Q - 2.2M Q

Resistance Tolerance

+£10%, £20%; £30%

Residual Resistance

Max.5% of Nominal Resistance,but under 30

Resistance Taper

Lin: (A); Log: (B); Anti-Log: (C)

Rated Power

(A): 0.15W; (B,C): 0.07W

Maximum Voltage

(A): 250VDC; (B,C): 125VDC

Rotational life

10000 turns;

MECHANICAL CHARACTERISTICS

Rotational Angle
Rotational Torque
Stop-end Strength

265° £5°
20-200 g. cm.

0.4kg.cm minimum

Operating Temp.

CLIMATIC CHARACTERISTICS

-25°C~70°C

Temp.Characteristics

Resistance change within +5 30% after 5 hoursat 70°C

Humidity Characteristics

Maximum resistance change within +-20% after 350 hours loaded
at 40°C and R.H.90%.

SOLDERING CONDITIONS

Temperature 260°C
Time 3 seconds
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VTR-A-PT15 15mm Carbon Trimming Potentiometer

Size Characters and How to Order

How To Order VTR-A-PT15V1-K -103-A-10 Rotor A
Type—| Rotor Types:
Roter
Resistanc
Taper
Tolerance Rotor @ @ @ @
HI S| K R
PT15V1
TR 3-5.8040.30
Eand, sty 5,00
—|
'viur ot LLY Hok
4,00 120
" | TR | RECOMMEND P.C.B LAYOUT
5
¢ o
- fﬁ ‘I-.,I b I = {5
(R w g
| = i
B0 2 g
el T = i3 g
= o i
= L 14 < T A N
r - £
10.133033.50 ” [ . -~ CIRCUIT
PT15Vv2
'551 E=TECE0S0
A 5,010
—
par ot GLW pred 4.0 120
|
RECOMMEND P.C.B LAYOUT
3]
- Do
]
n
a7 0
5 |
E z :
x q 1528 = i I 5
: A
10,0050 | & =
1200 | 1000050 CIRCUIT

.‘J-IRQNS Vtrons Technology Co., Ltd. Website: www.vtrons.com

Email: sales@vtrons.com Add: Xihang Industrial Zone, Shuangliu, Chengdu, Sichuan Province, China



	1
	21 (2)

